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DIVISION 2
EARTHWORK

CLEARING AND GRUBBING

Description

This work shall consist of cutting, removing from the ground, and disposing of all
trees, stumps, brush, shrubs and other vegetation occurring within the right-of-way
which interferes with excavation, embankment or clear vision, or are considered
otherwise objectionable.

Protecting Plant Life
All vegetation which is designated on the plans or by the Engineer to be saved, shall
be carefully protected from damage or injury during all construction operations.

Disposal

All stumps, brush, limbs, tops, and other debris are to be disposed of by the
Contractor. In disposing of any such debris the Contractor shall be responsible for
policing any haul routes and shall clean up any spillage resulting from this hauling
operation.

Method of Measurement
Clearing and grubbing will be measured by horizontal area in acres.

Basis of Payment

If the contract includes a separate item for clearing and grubbing the contract unit
price per acre shall be payment in full for all work as specified under 2.01.01. If the
contract does not include a separate item for clearing and grubbing, this work shall
be considered incidental to roadway excavation.
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DIVISION 2
EARTHWORK

REMOVING TREES AND STUMPS

Description

This work shall consist of removing trees or stumps where called for on the plans or
directed by the Engineer including cutting such trees or stumps and their removal

to a minimum depth of two feet (2') below subgrade excavation and proper disposal
of the material. This item shall apply to areas outside the limits for clearing and

grubbing.

Disposal
The trees, stumps, roots and debris shall be removed and disposed of as specified
under Clearing and Grubbing, 2.01.03.

All timber from which logs, posts, ties, poles, or cordwood can be made shall be
hauled to the lot of any abutting property owner desiring this timber whose property
adjoins the project site. If no abutting property owner desires this timber, it is then
the property of the Contractor.

Method of Measurement

Trees shall have diameters 8" or greater measured at a point 4' above the base of the
tree. Stumps shall have diameters 8" or greater at the top of the stumps. trees or
stumps with lesser diameters than noted shall be considered incidental. Where
more than one tree has grown from a common stump, each tree or stump will be
measured as a separate tree or stump.

Basis of Payment

If the Contract includes separate items for removing trees and stumps, the Contract
unit price per each shall be payment in full for their removal. If the Contract does
not include separate items for removing trees and stumps, then all work specified in
this section shall be considered as incidental to roadway excavation.
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DIVISION 2
EARTHWORK

REMOVING CORDUROY

Description

This work shall consist of removing and disposing of all logs, poles stumps, brush
and other materials imbedded under the surface of an existing or abandoned road
within the limits of the proposed roadbed where excavation to lower elevations is not
otherwise required.

Disposal
Disposal of corduroy excavation shall be in accordance with Clearing and Grubbing
2.01.03.

Method of Measurement

Removal of corduroy will be measured in cubic yards of volume in their original
position, computed by the method of average end areas except where this method is
not feasible.

Basis of Payment

Corduroy which is above the proposed subgrade shall be considered as earth
roadway excavation and will be measured-and paid for as such, which price shall
include payment for the disposal of the corduroy. Corduroy which is below the
proposed subgrade shall be removed and paid for as extra work when ordered by the
Engineer.
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